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80 series manual to auto

If you agree to our use of cookies, please continue to use our site.What I need Gearbox Torque
Convertor Flywheel Shifter Centre Console Things to think about Do I have to do anything with the
brakes or maybe a new peddle at least Gearbox mounts do they match Drive shafts lengths are they
the same. Since the only ecu in these is the digital clock I am guessing that wiring wont be too much
of an issue. So is this do able any thoughts or advice. Peter 1991 HDJ80 Auto, GBT Grunter, Safari
IC. The best way would be to buy a 1HDT auto 80 wreck and swap it all over id say, or atleast find
one at a wreckers you could butcher. Once you have done it.Stick with the early version and it will
be straightforward. If you go with the early version you will need a kickdown cable and the bracket
to attach to the throttle linkage on the pump.So what I know I need is What I need Gearbox Done
Torque Convertor Flywheel Shifter Centre Console Done the GB comes with one Now there was
mention of drive shafts.I am planning on getting all the bits and before starting hand the
transmission to a local shop to give it a service prior to installing. So I will update this as I go. Will
be here in a couple of days. Just have to hope this second hand auto isnt US but they way my luck
has been lately It will be fine touch wood . So I will have a torque converter for a new exchange one
from Wholesale autos and a spare transfer case to keep or sell.Not bad at all and this time it is a
Diesel Hydraulic box but does have a Transfer case so I guess Ill be selling that at some stage. I have
on order via a local wrecker Drive Shafts Flex Plate Transmission Shifter I have other bits source via
this forum so the only thing missing from my list is the kick down linkages at the fuel pump, which I
have a feeling are going to be next impossible to find. I have checked out a mates Sahara and I think
that with some careful measurements I should be able to make something up to make it all
work.http://learnsmart.com.ng/fckeditor/editor/filemanager/connectors/php/userfiles/embarq-eq-660
r-manual.xml
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80 series manual vs automatic, 80 series manual vs auto, 80 series manual to auto, 80
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Mind you the wrecker suggested taking off the linkages off a petrol one and retro fit them. Maybe I
will also talk to him re a cut from the Gearbox tunnel and the brake pedal. And that should be about
it. Peter 1991 HDJ80 Auto, GBT Grunter, Safari IC. The real fun begins when you swap them over.
But itll be worth it in the end. I agree with the manual rebuild cost. Bloody ridiculous price for a few
bearings. Auto all the way FTW!!! Cheers, Nathan Check the Frequently Asked Posts before posting
a potential common question Forced95 wrote Meh, it all seems like a lot of farking around tryin to
get an oiler to run like a petrol. Only had one near problem as a local wrecker supplied me a
flexplate that had 10 bolt holes to the crank it was labelled HZJ but when Toyota told me that there
were only 8 bolts required we discovered that it was labelled incorrectly. So called the place I got
the shifter from and they are sending a plate from a 1HDT same vehicle the shifter came from. Drive
shafts are in the shed they were expensive but a whole heap cheaper than getting mine shortened
plus these look much better than my old ones. Picking up the dip stick with tube, a Allison cooler and
oil lines in a couple of weeks from Andrew on lcool. So all I will need to do is fit the cooler, make up
some little brackets for the kick down and get the steel for my cross member like Guzzlas and I can
start. All coming together. Peter 1991 HDJ80 Auto, GBT Grunter, Safari IC. I think it will be worth it
in the end, I love my auto in all conditions. Autos FTW!!! Cheers, Nathan Check the Frequently
Asked Posts before posting a potential common question Forced95 wrote Meh, it all seems like a lot
of farking around tryin to get an oiler to run like a petrol. I was going to use a cooler Andrew from
Lcool got me but I had just no room to fit the big Allison cooler.Why 2 I had to fit them behind the
Intercooler and I figured why fit only one to find that I have to fit a second
later.http://modern-pro.ru/files/embarcadero-delphi-manuals.xml
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Get in there once and fit 2 straight up. I sat them high up to get the cooler air through the
intercooler but I doubt there would be any real difference but thought Id do that anyway, draw back
is that there is big chunks of IC in the way. I did move the IC forward to fit the trans coolers so
plenty of gap. The big bit of work starts in about a weeks time as I have everything to do the job and
am taking some time off work. But everything went to plan and there were no dramas. The only
disappointment I have is that I had the noise in the manual gearbox that helped to get this
conversion under way is still there. Upside is I have a really good auto in the 80 and a good 5 speed
and transfer case with everything you need to do a auto to manual conversion. Flywheel and 2 year
old OEM clutch and pressure plate clutch pedal and lines etc. I may just be putting all that up for
sale.Chasing that tick can cost a lot of dosh but happier that I didnt go down the rebuild path and
end up with nothing in return other than a fresher manual.What I really like about it is taking off
from a stop, it is foot down and just leave it there until you are at whatever speed you want to be, no
pissing around with clutches and levers it is great. Gee it is nice though around town. A mate has a
Standard auto 1992 1HDT Sahara and this leaves him for dead. It has yet to get it dirty that will be
one test but the main reason for the change was towing and I am yet to test out how it tows the CT
but I am pretty confident it will be perfectly fine.lastly I dont see any reason that early next year I
will be getting a Nomad valve body for the transmission. I am a little sentimental for the old manual
so I have kept the old knob I also fitted a missile switch to save an accident with the CD Lock since it
is PT now also.

That is one thing I am yet to get use to the other week it was raining and I was going around a
roundabout as you do in Canberra and the bloody auto kicked down and with the PT I was drifting,
not something I would recommend nor a positive in my view.Canberra Oz Read more posts 13
remaining OK Join Information. Yes No Choose Display Mode Original Customized Dark DONE. For a
better experience, please enable JavaScript in your browser before proceeding. It may not display
this or other websites correctly. You should upgrade or use an alternative browser. In Australia,
sounds legit. Not something I would do, but. Trying to be helpful, if he has a gasser, then theres
probably a ton of auto ECUs to choose from here. The harness might not be so easy, but should be
available. If he has a diesel, sorry, probably cant help. He probably is looking at a standalone on that



if no suitable diesel ECUs available. Im not a diesel expert, but sort of assume that there are diesels
with autos Maybe not and thats the issue. Why cobble together something that Mr. T already made
the parts for. Whats a gray area here is the harness. Diesel and gas are different beasts, but is the
primary body harness the same and just the plugins adapt to different motors.Ive read which it was
somewhere here before, but cant recall which it is. If the basics are all the same, then its a matter of
sourcing the rights bits, plug and play. BTW, next question is which transmission and what year is it
and your truck. We have two basic choices there, but there are detail differences per year, IIRC.
First what transmission are you using. A440 A442 A343 Secondly, if that same year truck was
offered with an auto where you are, it is as simple as finding the computer in a junk yard etc and
pulling it and the appropriate patch harnesses.

https://formations.fondationmironroyer.com/en/node/10919

If it was not offered in that same model year, you could run a stand alone but you lose a critical
feature that helps auto transmissions live a long life and that is the timing cut before shifts. So in my
opinion the very best thing to do is to fully identify your complete setup. Including engine,
transmission, transfer case, model year, etc.First what transmission are you using. A440 A442 A343
Secondly, if that same year truck was offered with an auto where you are, it is as simple as finding
the computer in a junk yard etc and pulling it and the appropriate patch harnesses. If it was not
offered in that same model year, you could run a stand alone but you lose a critical feature that
helps auto transmissions live a long life and that is the timing cut before shifts. So in my opinion the
very best thing to do is to fully identify your complete setup. Including engine, transmission, transfer
case, model year, etc.This is the first manual to auto. The sky is falling! See, I figured to get this
going for skulls1, then make him an offer for the whole works that he, um, didnt need anymore. Only
aae42 caught that angle Except Im way too broke to make any such offers. Just trying to be helpful
with a wellaimed bump. Were friendly that way I figure.Register now By continuing to use this site,
you are consenting to our use of cookies. The Land Cruiser Heaven Toyota 5 speed H151F
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Conversion Kit gives your 80 series the boost it needs to go from good to great. The 5speed manual
transmission lets you call the shots instead of the standard automatic transmission, and it gives your
cruiser the extra power it’s been needing. By buying the conversion kit used, you can save a fortune
while upgrading or updating your vehicle to your standards. We will contact you to advise you of the
exact shipping amount. Like any great startup company, you find a need and you find a solution.
Coverage is subject to the terms and conditions of your New Vehicle Limited Warranty.

https://www.acnovate.com/images/canon-dr-7580-service-manual.pdf

See Owners Warranty and Maintenance Guide for details. Starting with the 2020 model year, every
Toyota hybrid battery warranty is being increased from 8 years or 100,000 miles, to 10 years from
date of first use, or 150,000 miles whichever comes first. This enhancement serves as an indication
of our confidence in the quality, dependability, and reliability of our products. The HV battery may
have longer coverage under emissions warranty.For Toyota hybrid vehicles beginning with model
year 2020, the hybrid HV battery is covered for 10 years from original date of first use or 150,000
miles, whichever comes first. Coverage is subject to the terms and conditions of your New Vehicle
Limited Warranty. See Owners Warranty and Maintenance Guide for details. Most have 12month
coverage, and there arent many, if any, companies that offer a longer guarantee. Car covers are
warranted for 12 months from the date of purchase and do not assume any coverage under the
Toyota New Vehicle Limited Warranty. So we thought the TCUV Warranty should be just as
thorough. The HV battery may have longer coverage under emissions warranty. We also add a 1year
24hour Roadside Assistance Plan 4 from original date of TCUV purchase. For the enhanced peace of
mind of an available Extended Vehicle Service Agreement, please visit Toyota Financial Services.
From audio to optionalNo need to hunt down aDetailed Toyota manuals andPlus, learn more
aboutWhats more, ToyotaSelect your Toyota model to. Its production began in 1950 and with the
accumulated technology advancement for over more than 60 years, it has become Toyota’s longest
running series. There are different models of the Toyota Land Cruiser that fall into two different
classes depending on what suits your need. They can be categorized as the comfortoriented models
and the offroad oriented models.

https://www.freizeitbauwagen.de/images/canon-dr-2050c-manual.pdf
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In this ultimate guide, we’ll be presenting you with the history behind the landcruiser, some tips and
specification details on the Toyota Land Cruiser varieties that you should check out for 2019.
ComfortOriented Models During its introduction in the market in 1950, Toyota Land Cruiser was
popular for its offroad capabilities and durability. The company continued to produce the vehicle
with this feature until the late 1960s when they decided to also gear towards improving the comfort
of the interior. The models back then were very box shaped and clunky when compared to today’s
designs. We will discuss all the comfortoriented models starting from the latest series down to the
oldest. The 200 Series offered many features and upgrades that are not available in the previous
series like the aesthetic and cosmetic changes made to the body and interior including Smart Entry
— When the remote is near the vehicle, a sensor is triggered prompting the car to open once the
user touches the door handle. This is a twinturbocharger version of the previous engine used in the
70 series. Automatic transmission measure on all trim levels of the 200 Series including a fivespeed
manual transmission assigned to the 4.0 L GX models which are available only in select regions, a
fivespeed automatic gearbox feature for the 4.7 L petrol models, and a 4.5 L diesel model that bears
a sixspeed automatic. There are two different versions of the 100series, the 100 and the 105. The
two versions look very similar however, there are notable differences when it comes to the
bodywork. The most evident detail is that the front end of the vehicle generally appears lower than
the rear on the 100 models due to its IFS. The other noticeable difference is the design of the
wheels. The 100 models have relatively flat wheel designs. On the other hand, the 105 models have
dished wheels. Regardless of these differences and official model names, both series are known as
the 100 series.

Also, the introduction of a V8 engine was a breakthrough and also a first for a Land Cruiser and was
specifically intended to boost the sales in the NorthAmerican market, where it was the only engine
available. Generally, the 100series has lived up to the expectation of being a durable and reliable
vehicle. In this series, comfort and style was being introduced on top of its original and established
offroad features thus gaining worldwide attention. It was the only country that produced the vehicles
even after production had officially ended in Japan in 1997. However, the Cumana plant located in
Venezuela continued to produce these models until 1992 for the local market. The evolution from a
reliable heavy duty utility vehicle to an RV Recreational Vehicle, the debut of the 60 series changed



the general concept of 4WD vehicles together with the addition of the luxury GX grade. Its body and
interior look absolutely different from its predecessor, the 55 series. The 60series underwent a
number of minor mechanical changes between some of the models. In that time, it took on power
windows and automatic transmission as well as other luxury trimmings. The 60 series was available
in the following solid exterior colours Alpine White, Brown, Desert Beige, Freeborn Red, Royal Blue;
and in the following metallic exterior colours Charcoal Gray, Cognac, GrayBlue, Rootbeer, Sky Blue,
Stardust Silver. Of all the Land Cruiser models produced from the beginning, 55 was the first to
have fully enclosed box frame members. Looking at all Land Cruiser wagons sold in the U.S.,
including the FJ45, 55 solely is the series that does not have a tailgate and hatch in the rear. Instead,
it features a tailgate only that has an electrically operated window that can be retracted into the
tailgate. The FJ55 was a 4door station wagon version based on the FJ40s Drivetrain, replacing the
4Door FJ45V I. It had a longer wheelbase and was made to be offered specifically in Australia and
North America.

http://adanateknikservis.web.tr/wp-content/plugins/formcraft/file-upload/server/content/files/16274b
c521ddfb---brother-he-120-manual.pdf

Jan 1975 The F engine was replaced by the 2F engine. The Model 56 is produced in Japan only and it
has a 2F engine. Other changes include the addition of a 4door mediumwheelbase model the 76 and
an innovative front for all of the models. The 201415 30th Anniversary Series 70 was marketed in
Japan as a 4door wagon or 4door pickup with the 1GRFE V6 petrol engine and 5speed manual
transmission. Although looking almost similar on the exterior, the 20 and 40series varied
significantly on the interior. In addition, defying the eye, the construction of the body was vastly
different. The 40 series had greatly widened its range with approximately a quarter of a century of
collected technology developments. The J40 series was manufactured with both petrol and diesel
engines. The B series has a 4cylinder diesel; the H series has a 6cylinder diesel, while the F series
has a 6cylinder petrol motor. The majority of the 40 series of Land Cruisers were made as 2door
vehicles. It also had more stylish bodywork and features a better driving comfort because of longer
fourplate leaf springs which had been adapted from the Toyota Light Truck. Using a 135 PS 99 kW
3.9 L sixcylinder Type F gasoline engine made it powerful. However, it still only had a threespeed
gearbox. They also moved the engine forward making the interior more comfortable. The
Bandeirante has a MercedesBenz diesel engine as it replaced the Toyota petrol engine. The FJ25
models were manufactured until August 1968 in Brazil. Production numbers were fairly low; in 1965
the produced cars totalled to less than a thousand. With the increased demand in a military light
utility vehicle, Toyota was asked to create a prototype of the thenpopular Jeep. Toyota responded to
this challenge thus, giving birth to the Toyota “Jeep” BJ combining a Btype engine with a Jeep model.
Because of its brilliant features and performance, BJ, later on, became the official patrol car of
National Police Agency.

BANGTAIPVC.COM/upload/files/7610-user-manual.pdf

The BJ was later on renamed into “Land Cruiser” as the company’s answer to trademark violation
claims by the Willys Company. The Toyota Landcruiser has been through a lot of change and stood
the test of time. You can really see how far the brand has pushed the vehicle to not only perform but
to evolve. Search the John Hughes dealership for Toyota Landcruiser’s today. Workshop Licence
Number MRB206. Australian Credit Licence Number 392426. Rohanna Pty Ltd ACN 008 905 477 as
trustee for The Skippers Unit Trust trading as John Hughes Group. From options in drivetrains like
frontwheel drive and fourwheel drive, to choices in engine type like conventional gas and electric,
the possibilities are endless when shopping for a new vehicle. Another key decision you have to
make when buying a car is what type of transmission to get. In a manual transmission, the driver is
responsible for shifting the gears, while in a vehicle with an automatic transmission, the car does the
shifting for you. So the question becomes, to shift or not to shift It is responsible for making sure the

http://adanateknikservis.web.tr/wp-content/plugins/formcraft/file-upload/server/content/files/16274bc521ddfb---brother-he-120-manual.pdf
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right amount of power goes to the wheels so it can operate at a given speed. When you take off from
a dead stop, your vehicle uses a lower gear ratio to get the car moving using more power and less
speed. At higher speeds, your transmission uses a higher gear ratio to move the vehicle while
keeping the RPMs at a low level. The driver uses a stick shift to manually change the gears as they
accelerate and decelerate their vehicle. Located on the center console, the shift lever is connected to
the transmission by a linkage. Engaging the clutch pedal disengages the clutch mechanism that is
located between the engine and the transmission. Pressing down on the clutch pedal stops power
going from the engine to the transmission so you can change gears. Learning to drive a stick takes
some practice.

Engage the clutch pedal too fast and the engine will stall; engage the clutch pedal too slow and it
can cause premature wear. Practice makes perfect. Using fluid pressure, the vehicle automatically
completes gear changes on its own. The heart of the automatic transmission is the planetary gear
set. This part is responsible for creating the different gear ratios that the transmission uses. This
fluid not only cools and lubricates the moving parts of the transmission but it helps drive the vehicle.
Fluid is used to lock and unlock planetary gears to shift between gear rations. This shifting happens
automatically; the driver doesn’t have to do anything. If you do a lot city driving, an automatic may
be easier to maneuver through stop and go traffic than a standard transmission. However, if
performance and the driving experience matters to you, you might want to consider a manual.
Another factor to keep in mind is if there’ll be other people driving the vehicle. If they aren’t up for
driving a stick shift, you’ll need to stick with an automatic. We encourage you to consult with a
certified technician or mechanic if you have specific questions or concerns relating to any of the
topics covered herein. Under no circumstances will we be liable for any loss or damage caused by
your reliance on any content. Our convenient location means we are easily accessible from the main
routes through the area, including junc Resprayed in red, the black interior has been fully retrimmed
including new carpets, a high specification canvas top fitted and a replacement speedometer
installed previous reading 64000 km, all work has been undertaken to a very high standard. The 2F
straight 6cylinder engine is sound and runs very well with no smoke or oil leaks. Specification
includes a fourspeed manual gearbox, upgraded power steering, all new wheel bearings, brake
shoes and cylinders, fresh engine and diff oil and new spring bushes and spark plugs.

Ensure the number plates on the car match the V5C documentation. Be sure of what number plate
comes with the car you are buying. Original colour Visit our eBay Showroom Information We are
open 7 days a week PLEASE CONTACT FOR MORE DETAILS. 12995Contact 07438768168.
07383989407. Jdmdirectimports BOOK A TEST DRIVE TODAY. APPOINTMENT ONLY. 02475187131
02475187131 02475187131 Email Email Durbar ave C We can also offer an extended 3, 6, 12, 24 or
36 month warranty on ALL of our cars Black Exterior with Polished unmarked Alloy Wheels, Grey
Leather Heated Seats, Sat Nav, Radio Cassette and C.D Multichanger, Excellent Condition Inside
and Out. Car is Cat S with very light damage to rear door, Professionally Repaired to High Standard
any Inspection Welcome. Please contact on 07974 595125 For any further info. 12,995.00 ono.
Payment via Bank, Cash Accepted at Barclays Bank, vehicle will only leave once payment is
cleared.4Wheel Drive Alarm AntiLock Brakes ABS Driver Airbag Immobiliser Passenger Airbag Rear
seat belts Side Airbags As website is not updated daily please check availability of vehicle before
making special journey. G Lewis Commercials Visit us for a test drive 01938530544 01938530544
01938530544 Email Email Visit our Website Service Garage Llanerfy All our commercial vehicles
and vans are plus VAT unless otherwise stated. Van finance and payment plans are available for all
our commercial vehicles and vans for sale. We offer a part exchange service for vans and vehicles
which offers uptotheminute market value on your used van. Our delivery service for van sales is UK
wide Vehicle will be sold with full professionally completed clean and under seal completed by an
RAC approved garage. New non electric suspension added to allow wading further up the vehicle by
removing lower placed electrical systems Fitted The mileage is 201,000 with a good service record,



last serviced at 197,918, cam belt replaced at 181,411, dont let the 200,000 miles put You off as
these old 4.

2,s if been maintained with do treble that mileage. This is a good all round clean corrosion free
example with only low ownership, has very minor marks but still very tidy. Starts on the button
without fail every time. For more information please feel free to call Me Kev Willis 07970 258176.
Please help improve this article by adding citations to reliable sources. Unsourced material may be
challenged and removed.Note the sequence is 1,2,.,9,A,B with A and B being treated as digits. It is
instead controlled by throttle position and also by a governor.Based on A43D.Based on
A43D.Mechanically similar to the A43D.Even with FWD, the engine is also mounted
longitudinally.Unlike the A140E counterpart which is electronically controlled, the A140L uses a
plastic governor gear to select which gear to go into. Over time and wear, this plastic gears teeth
shred and eventually cease to be able to control gears. This results in a transmission that can only
shift to first and reverse, but not to any further forward gears. Replacement of this governor gear is
relatively inexpensive compared to a replacement transmission as it can be serviced without taking
the transmission out of the car.Applications calendar yearsThis is the twin turbo only heavy duty
version with some internal mods.Mechanical throttle control input for kickdown function. Connects
to external oil cooler. Uses ATFII. ApplicationHowever V8 versions have slight internal upgrades to
handle the increased torque 3550LS.Smaller parts, a hydraulic circuit with fewer components allow
the transmission to maintain the same size as the previous LS 430s unit. The aluminum diecast case
is 10% lighter, yet 30% more rigid, even with two additional gears and a 22% greater torque
capacity the new transmission weighs 95 kg or 10% more than the previous unit. With new
microlaser technology gear tooth production tolerances have been reduced 50%. Aluminum has also
replaced steel on gear tooth surfaces.

Shift times are as low as 350 milliseconds or 41% faster than the previous LS 430s sixspeed
auto.The torque converter can lockup from 2nd to 6th gears. Final drive ratio is 2.937.Same gear
ratios as the AA80E but a shorter 3.133 final drive ratio is used.Electronic control. Two
overdrives.Electronic control. Two overdrives.Retrieved 2 August 2019. By using this site, you agree
to the Terms of Use and Privacy Policy. For a better experience, please enable JavaScript in your
browser before proceeding. It may not display this or other websites correctly. You should upgrade
or use an alternative browser. Rare as hens teeth though really. Chris I pulled,this quoteIts certainly
not impossible to convert, but youll need a few extra bits, and to take into consideration the affect
the diffs will have on the gearing. Regards. Remove them by becoming a supporting member. Click
here I mean which way If this vehicle is going to be converted into some sort of swamp monster for
example with oversize tyres say 35 37 what would happen then. Would it double the trouble or
actually be going the right way for Steve Chris Its an auto on gears from a manual that would
struggle, especially if you then put over sized tyres on. So that if Steve was to install a manual
gearbox in place of his faulty auto gearbox, he wouldnt be taken by surprise when he found that his
80 was no longer geared as Mr T had intended. Chris A manual running through 4.1 diffs and
running standard size tyres, would cause the engine to revolve faster for a given road speed. So it
would cause the engine to rev faster at motorway speeds than it did originally. Can I check I have
understood things correctly. Assuming I swap the box to a manual and leave the axles as they are
then the car will cope fine but it will rev higher at motorway speeds which presumably means it will
be less economical. Or are you guys saying that it will struggle at motor way speeds. Thanks again
for your input.

Cheers Steve However, if you have 285x85x16s that should be a welcome improvement and cruise
well but if on the other hand you really have 285x75x16s then it will be less economical but you
could always slow down a bit. Either way it will pull better up hills. We are working every day to
make sure our community is one of the best. By continuing to use this site, you are consenting to our



use of cookies.For the best site experience please disable your AdBlocker. Ive Disabled AdBlock No
Thanks. Please upgrade your browser to improve your experience. The torque convertor or stall
convertor is that very reason. Transmission manufacturers have come a long way since the
threespeed slushbox that was in your Granddaddy’s F150. Cars are making more power and using
less fuel with the modernday technology that has been crammed into the newschool boxes. It is
simply a fluid coupling; the fluid inside the convertor is pushed outwards through internal fins by the
spinning engine, which in turn engages the transmission and drives the vehicle. This slip will occur
until there is a 1to1 lock with the RPM of the engine. It’s basically a giant lowrange gear. As I said
before the clutch in a manual performs similarly to the torque convertor in an auto. To take off, a
clutch slips until it is engaged. Well, offroad you may regularly need to slip that clutch technical rock
driving comes to mind; and when that happens, I’m sure you can see the dollar signs. An auto will
slip all day, every day without doing damage.In your manual you would have approached the hill,
then when you hit the wheel holes and lost traction and forward movement, you had to use the
clutch to stop on the hill then slip the clutch gingerly as you took off trying to maintain traction. Well
an auto does that simply by slipping via the torque convertor. Aftermarket kits for the 200 Series
and many other vehicles exist that will lock up first gear and use engine braking to the point of
stalling your vehicle.
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